
MATERIAL SAFETY DATA SHEET 

Radio Shack Rosin Flux Remover 
64-4324 


(Refill) 


For Chemical Emergency, Spill, Leak, Fire 
Exposure, or Accident Call CHEMTREC 
DAY OR NIGHT 1-800-424-9300. 


Post Office Box 949 
Amarillo, TX 79105-0949 
Phone: (806) 372-8523 
FAX: (806) 372-8750 
Toll-Free: (800) 858-4043 

Hazardous Description: 

Consumer Commodity ORM-D 
(For Shipping Purposes Only) 

Hazard Rating Health: 1 Fire: 2 Reactivity: 0 
0-Least 1-Slight 2-Moderate 3-High 4-Extreme 


I - Hi 

Inaredient 

iZARDOUS COMPONE 
CAS No. 

NTS 

% 

Hazard 

Mixed Aliphatic Hydrocarbons 
l-propoxy-2-Propanaol 
Carbon Dioxide 

64742-48-9 

1569-01-3 

124-38-9 

30-60 

30-60 

2-5 

OSHA PEL 400ppm 
1600 mg/m? - 8Hr TWA 
Non-Established 

OSHA PEL 10,000 ppm 
ACGIH TLV 5000 ppm 





Density: .82 

Solubility in Water: 


60 


Vapor Density (Air=l)i 5.0 

Appearance: Alcohol odor clear llQUld 


% Volatile: 100 
% Solids: 0 


Evaporation Rate (H20=l) : NIF 


III - FIRE AND EXPLOSION HAZARD DATA 

Flash Point; 111 f TCC Metnod Explosion Limits 

LEL; NA UEL; NA 

Extinguishing Media; Water, foam, dry chemical, carbon dioxide, 
special Fire Fighting Procedures: ... 

Fire filters should wear self contained, positive-pressure breathing 
apparatus and avoid skin contact. Cool tabfc with water spray. Evacuate 
personnel to a safe area. 

Unusual Fire and Explosion Hazards: 

Combustible. Heating can release vapors which can be ignited. 

IV - HEALTH HAZARD DATA 


Effects of Overexposure 

INHALATION: Little, if any, effects caused by inhalation of the vapors from 
this product. In high concentrations. Headache, Giddiness Mental 
confusion. Nausea. Irritation of upper respiratory passages. 
EYES: Severe Irritant, not likely to cause permanent damage. 

SKIN: Mild to severe skin irritant- Prolonged contact can cause redness, 
swelling and cracking of skin. 

INGESTION: Nausea and diarrhea possible. 


Information on toxicity of MIXED ALIPHi^TIC HYDROCARBONS 
Inhalation 1 hour LC50: >24.1 mg/L in rats 
Skin Absorbption LD50: 2000-4000 mg/kg in rabbits 

Oral LD50: 39,000 mg/kg in rats 

Information on toxicity of l-Propoxy-2 -Propanol 

Skin Aborbption LD50: > 3,560 mg/kg in rabbits. 

Oral LD50: 3,250 mg/kg in rats. , , . . ^ ^ ^ 

This material can be absorbed through the. skin in toxic amounts. Repeated 
aiborne exposure to 500-2000ppm caused injury to the. cornea in rats.. Inhal- 
ation exposure of pregnant rats to ISOOppm resulted in the fetus having 
poorly ossified hinge liiib phalanges. This test not toxic for rabbits. 

NI.=Not Listed NIF=No Information Found <OVER> NE=Not Estabilished NA=Not Applicable 


SINGLE SOURCE FOR YOUR NEEDS 





64-4324 

Emergency and First Aid Procedures . ^ ^ ^ j • • j. _ 

INHAIIATION: Remove to fresh air. If breathing has stopped, administer 
artificial respiration. Seek medical attention. 

EYES: Flush eyes for at least fifteen minutes with clear water. If 
irritation persists, seek medical attention. 

SKIN: Flush affected area with water. Wash clothing before reuse. 

INGESTION: Do not induce vomiting. Immediately give two glasses of water. 

Never give anything by mouth to an uncouncious person. Call a 
physician. 


NOTE TO PHYSICIAN: . . , ^ ^ 

Activated charcoal slurry may be administered. To prepare activated 
slurry, suspend SQgrams activated charcoal in 400ml water and mix 
thoroughly. Administer 5ml/kg, or 350ml for an average adult - 

None of the components in this material is listed by lARC, NTP, OSHA, or 
ACGIH as a carcinogen. 


V - REACTIVITY DATA 

Stability: STABLE Conditions to Avoid; None 

Incompatibility (materials to avoid) 

Reactive alkali metals, strong acids & bases. 

Hazardous Decomposition Products: 

Forced combustion yields carbon oxides. 

Hazardous Polymerization: WILL NOT OCCUR 

Conditions to Avoid; None 

VI - SPILL OR LE^ PROCEDURES 

Absorb liquid on appropriate material. Place in . sealed container tor 
disposal. Waste concentrate can be incinerated in an approved fuels 
incineration program in accordamce with state/provincial, and local 
requirements . 

Prevent spilled material from entering sewers, waterways, or low areas. 


VII - WASTE DISPOSAL METHODS 

Material may be disposed of by a licensed reclaimer or incineration 
facility. Consult local, state, and federal disposal authorities for 
approved procedures. 


VIII - EMPLOYEE PROTECTION 


Respiratory Protection: 

If levels exceed TLYs, increased ventilation or organic vapor mask required 
Ventilation: Normal, ambient atmosphere acceptable. , _ 

Hands: If needed protective gloves type Neoprene or similar. 

Eyes: Always wear splash proof safety goggles or glasses. 

Special Procautions: , 

Keep this and all chemicals out of reach of children. . , . 

Keep away from heat, sparks and open flame. Do not store in direct sunlight 
or at temperatures above 120 F as container may explode. 


PHER INFORMATION 


_ i:^ - OTH 

Ail ingrediants are TSCA listed. , , .... 

This product does not contain any chemicals listed on California Prop. 

None of the ingrediants are specifically regulated or proposed for 
regulation under the Federal clean Water Act including the . EPA list of 129 
priority water pollutants an EPA list of total toxic organics, TTO (40 CFR 
413.02 FR July 15, 1983, pg . 32483). 


65. 


TITLE III Hazard classification: acute, chronic, fire 

No ingredient is listed on California's Proposition 65 list of chemicals. 


Prepared By: B. Riff el 


Date: 10 — 14—94 





